
Single Phase Half/Full Controlled Converter
MI-PW06

Mine MI-PW06 Single Phase Half/Full Controlled Converter is Trainer used to study all type of rectifier & Controlled 

circuits Half wave controlled rectifier, Full wave controlled rectifier, Half controlled bridge rectifier (common 

cathode configuration), Half controlled bridge rectifier (common anode configuration), Half controlled bridge 

rectifier (asymmetrical configuration), Full controlled bridge rectifier, Full controlled bridge rectifier  & Full 

controlled bridge rectifier with R-L load.

• Built in Power Supply

• On board firing circuit

• Easy to operate and understand

• Sockets provided to make different 

connections 

• Attractive ABS Plastic Cabinet.

• Symbols and Diagram are printed on 

glass  epoxy PCB.

Features

• To study of firing scheme for single phase converter.

• To study of half wave controlled rectifier.

• To study of full wave controlled rectifier (mid-point configuration) 

with R(lamp) load.

• To study of half controlled bridge rectifier (common cathode 

configuration) with R(lamp) load.

• To study of half controlled bridge rectifier (common anode 

configuration) with R(lamp) load.

• To study of half controlled bridge rectifier (asymmetrical 

configuration) with R(lamp) load.

• To study of full controlled bridge rectifier with R(lamp) load.

• To study of full controlled bridge rectifier with L-load.

• To study of full controlled bridge rectifier with R-L load.

Learning’s



Single Phase Half/Full Controlled Converter
MI-PW06

Package Contents

User ManualPatch CordPower Cable
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• On-board AC Power Supply : 18V-0-18V, 0-15V.

• SCR : 2P4M3 (4nos).

• Diode : 1N4007 (4nos).

• On board Firing angle Control system.

• R-Load : Lamp & Resistor

• L-Load : Inductor

• Test-Points/Interconnections : Interconnections are done using 2mm banana sockets.

• Power ON Switch with Indication.

• Input Line Voltage : 230V AC ± 10

• Dimensions (mm) : 340 (L) x250 (W) x 60 (H) (Approx)

• Weight : 3.5Kg. (Approx).

Technical Specifications
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Single phase full wave controlled rectifier with RL load 
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