
Mine MI-MW01 Microwave Test Bench Klystron Based X Band are precision made microwave systems, which use 

standard type rectangular wave-guide components to illustrate the essential elements of this field for study.

Microwave Test Bench Klystron Based X Band
MI-MW01

•

• Measure Frequency and Wave guide Wavelength

• SWR, Reflection Co-efficient and Impedance 

Measurement

Study of Reflex Klystron

•
MC01)-1No.

• Digital VSWR Meter (MI-MC03)-1No.

Digital Klystron Power Supply (MI-

• Cooling Fan 1 No.

• Detector Mount 1 No.

• Fixed Short 1 No.

• Analog DRF Meter 1 No.

• Isolator 1 No.

• Klystron Mount without Tube 1 No.

• Klystron Tube 1 No.

• Matched Termination 1 No.

• Movable Short 1 No.

• Slide Screw (SS) Tuner 1 No.

• Slotted Section with probe carrage1 No.

• Tunable Probe 1 No.

• Variable Attenuator 20dB 1 No.

• Waveguide Stand  3 Nos.

Accessories

• Cable BNC (M) to BNC (M) 1 Meter 2 Nos.

• Mains Cord 1.5 meter 2 Nos.

• MIC (optional) 1 No.

• Earphone (optional) 1 No.

• Fastener (Brass Fly, Nut-Screw set) 1 No.

• Operating Manual 1 No.

User Manual

BNC(M)-BNC(M) Cable

Fastener

Power Cable

Learnig’s

Package Contents

Components

Instruments



Microwave Test Bench Klystron Based X Band
MI-MW01

Klystron Power Supply MI-MC01, is a state-of-the-

art solid state, regulated Power Supply for operating 

low power Klystrons. MI-MC01, Klystron Power 

Supply is an ideal platform to enhance education, 

training, skills & development amongs our young 

minds.

Klystron Power Supply MI-MC01
Beam Supply 
Voltage : 200 - 450 VDC, Variable     
Current : 50 mA 
Repeller  Supply : -10 V to -270 V DC Variable  
Filament Supply : 6.3 VDC  
Over-Load Trip Current : 50 mA 
Modulation : AM (Square) FM (Saw - 

tooth) 
Frequency Range  : 500 - 2000 Hz, 50 - 150 Hz 
Amplitude : 0 - 110 Vpp, 0- 60 Vpp 
External : Through External 

Modulating Signal
Digital display for : Beam voltage, Beam 

Current, Repeller voltage 
Modulation Selector :

CW/AM/FM/Mic/PC/EXT 
Meter Selector : Beam Voltage (V)/ Current 

(I)/ (Repeller) Rep. 
Connectors : 5-Pin Metal Connector, BNC 

for External Modulation 
(Optional: RS-232 for PC 

Interface)
Power Supply : 230 VAC ±10%, 50 Hz

Digital VSWR Meter MI-MC03 

based Equipment with LCD. The Analog meters have 

multiple scales which makes the instrument very 

complicated for the students. The Digital Display of 

VSWR & dB solves the problem. Since the Equipment 

has a Microcontroller based digital display so there is 

no need of expanded scales, as it was in conventional 

instruments.

is a Microcontroller 

Digital VSWR Meter MI-MC03

Display : 16 X 2 LCD.

Sensitivity : 0 .1µV for  200 Ohm input  

impedance.

Noise Level : Less than 0.02 V .

Range : 0  60dB in 10dB steps.

Input : U n - b i a s e d  l o w  a n d  h i g h  

impedance crystal biased crystal 

(200 and 200K).

Display Select : SWR Scale, dB Scale, Modulation 

Frequency, Power Bar Graph

Modes : Normal|| Audio|| PC (this mode 

can be used only with Gunn based 

bench).

Gain Control : Range 0-10dB (approx).

Input Connector : BNC (F).

Input Frequency : 1000Hz ± 10%

Power : 230 Volts AC ± 10%, 50Hz

Technical Specifications Technical Specifications
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MI-MC05 Cooling Fan with stand

MI-MC06 Detector Mount 

Band  :X-Band

Waveguide  :WR-90

Flange :UG-39/U

Detector  :IN21(any equivalent)

Output Connector:BNC (F)

Material :Brass

Internal Plating :Silver

MI-MC08 Analog D.R.F. Meter

Band :X band

Waveguide :WR-90

Flange :UG-39/U

Calibra. Accuracy :± 2%

Calibration Incr. :5 MHz

Max. VSWR :1.28 At 10.5GHz

Return Loss :-18.2 At 10.5GHz

MI-MC19 Isolator

Band : X band

Waveguide : WR-90

Flange : UG-39/U

Inner Coating : Silver

Max. VSWR : 1.15 

Min. Insert. Loss : 0.46dB

Min. Isolation : 20dB

Return Loss : 22.4dB

MI-MC21 Klystron Mount

Band :X band

Waveguide :WR-90

Flange :UG-39/U

Material :Brass 

Inner Coating :Silver

MI-MC07 Fixed Short 

Frequency Range : 8.2 -12.4 GHz

Material : Brass 

Inner Coating : Silver

Reflection Coeff. : 0.98

MI-MC26 Movable Short
Band :X band

Waveguide :WR-90

Flange :UG-39/U

Material :Brass 

Inner Coating :Silver

Reflection Coeff. :0.98

MI-MC41 Slotted Section

Band : X band

Waveguide : WR-90

Flange : UG-39/U

Residual VSWR : 1.01 

Slope (dB) : ± 0.2dB

Band : X band

Waveguide : WR-90

Flange : UG-39/U

Material : Brass 

Inner Coating : Silver

Max. VSWR : 20:1.02

MI-MC39 S S Tuner

MI-MC44 Tunable Probe

Band : X band

Detector : In23

Output connector : BNC(F)

Type : Tunable

Band :X band

Waveguide :WR-90

Flange :UG-39/U

Material :Brass 

Inner Coating :Silver

VSWR :1.25 At 10.5GHz

Return Loss :-19.23dB At 10.5GHz

AV. Power :2W

MI-MC45 Variable Attenuator 20 dB

MI-MC25 Matched Termination

Band : X band

Waveguide : WR-90

Flange : UG-39/U

Material : Brass 

Inner Coating : Silver

VSWR : 1.03 at 10.5GHz

Return Loss : -33dB at 10.5GHz 

AV power : 2W

Type : Fixed

MI-MC22 Klystron Tube
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MAKE IN INDIA

West : +91-6262605000

west@mineinstruments.com

North : +91-6262609000

north@mineinstruments.com

South : +91-6262608000

south@mineinstruments.comeast@mineinstruments.com

East : +91-6262601000

67-B, First Floor, Electronic Complex, Pardeshipura, Indore-452010 (M.P.) India

e-mail: info@mineinstruments.com; sales@mineinstruments.com

       www.mineinstruments.com; www.mineinstruments.in,         +91-731-4246503      +91-6262603222,+91-6262603777

Regional

Emails-

Mine Instruments Pvt. Ltd. An ISO 9001:2015 Certified Company
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